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Abstract
The present work is a demonstration of a smart plant sys-
tem that monitors the current water level of a plant. Since
related work showed that users are already overwhelmed
by notifications in their daily lives, how to design smart
home applications that use notifications is an important re-
search question. To study how users experience non-urgent
smart home notifications in their daily lives, we decided to
use a smart plant system that notifies the users when the
plant needs water as an exemplary smart home application.
We developed a fully functional smart plant system for the
usage in in-situ studies. Our smart plant system can no-
tify the users either using an integrated ambient display
in the plant pot or by sending notifications to the users’
smartphones. Using these prototypes, we study the user
experience of different strategies and locations to display
non-urgent smart home notifications.
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Introduction
Today, many apps inform their users proactively on their
smartphone using mobile notifications. Related work showed
that users receive many notifications in their daily lives
on their smartphones that inform them mainly about mes-
sages, emails and appointments [5, 6]. Users value notifi-
cations that are related to their current context or to other
people [6]. However, former work investigated the effect of
notifications on the users and found that notifications can
cause negative effects such as distractions, interruptions or
even stress [2, 3].

In the era of the Internet of Things (IoT) and the smart
home, traditional home appliances are replaced with their
smart counterparts. Therefore, all these kinds of smart
home appliances will connect to the users to inform them
proactively regarding current device states. Currently avail-
able smart home products inform their users also on their
mobile phones using notifications. Thus, notifications gen-
erated by smart home appliances will compete with current
mobile notifications for the user’s attention [1]. As a result,
the negative effects of notifications will further increase.

We assume that most of the provided notifications of smart
home appliances will inform the users about home tasks
that are important for the users but non-urgent, such as
unloading the washing machine or changing the robotic
vacuum cleaner bags. To limit the additional negative ef-
fects created by smart home notifications, future research
has to investigate the design of smart home notifications;
especially the design of non-urgent notifications.

However, studying non-urgent smart home notifications is
challenging as few users nowadays own smart home ap-
pliances that support notifications. Even if users own such
those devices, these appliances are too heterogeneous to
conduct a systematic assessment. To be able to study non-

urgent smart home notifications with a systematic assess-
ment, we decided to use a single representative source for
the generated notifications. We chose a smart plant system
that notifies the users about watering the plant as watering
plants is a lightweight daily home task that limits the burden
that is put on the user in a study.

Concept and Implementation
To investigate how non-urgent smart home notifications
should be displayed in home environments, we developed a
research probe of a smart plant system as watering plants
is a familiar, simple, and non-urgent daily home task.

Our prototype monitors the plant’s current state and informs
the users about the current water level state using an An-
droid application and an integrated ambient lighting display
within the plant pot. The system measures the plant’s water
level through a moisture sensor and differentiates between
three different kinds of plant states: (1) The system informs
the user if the water level is sufficient for the plant, (2) it no-
tifies the user if the water level falls too low soon, and (3)
the system informs the user if the water level is too low.

Furthermore, the system supports the two strategies to no-
tify the users about the plant’s state. In case of the event-
based strategy, the system only notifies the user when it is
necessary to water the plant. The persistent strategy dis-
plays the current water level of the plant permanently.

Thus, the smart plant system supports in total four notifi-
cation types. (1) The plant pot can either persistently show
the current water level (cf. Figure 3a) or (2) use the event-
based strategy to only notify the user when the plant needs
water (cf. Figure 3c). (3) The current water level can be
shown through a persistent notification (cf. Figure 3b), or
(4) the user can be notified by an event-based push notifi-
cation in case the plant needs water (cf. Figure 3d).



Design space of ambient notifications at the plant pot
To explore the design space of ambient notifications in the
home, our prototype supports different notification settings
and notification levels. We support two color-schemes for
the ambient lighting to display the states (1) displaying the
current state using the traffic light metaphor (green, yel-
low, red) [4] and (2) illuminating the plant more brown to
increase the visibility of the plant’s unhealthy state. Addi-
tionally, we can manipulate the brightness and saturation of
the light feedback to communicate the state of the plants.

Functional prototype
For the implementation of our fully functional prototype, we
used a microcontroller (ESP8266), a moisture sensor, a
LED stripe, and implemented an Android app. The micro-
controller is added next to the plant pot in a waterproofed
case and is powered by a wall socket. Further, the micro-
controller powers and connects to the moisture sensor in
the soil of the plant and the LED stripe inside the plant pot.
Changes of the plant’ s water level detected by the moisture
sensor are sent with an additional unique ID using Wi-Fi
to a central server (Thingspeak). The server controls the
state of the LED stripe and forwards the current water level
to a connected smartphone (Firebase Cloud Messaging
service). The smartphone app triggers or updates a notifi-
cation if the water level of the plant decreased.

Demonstration prototype
For the demonstration of our smart plant systems in an en-
vironment with no access to water or draining possibility,
such as a meeting room or a fair, we decided to use a vari-
ety of the magnetic field to simulate the watering of a plant.
Therefore, we integrated a magnet into a watering can and
replaced the moisture sensor with a hall sensor and inte-
grated a magnet into a watering pot.

(a) persistent display: on the plant pot

(b) event-based display: on the plant pot

(c) persistent notifications: on the smartphone

(d) event-based notifications: on the smartphone

Figure 1: Images for the four supported notification types
including their behavior in all three plant’s states. The persistent
notification strategies display always the current state of the plant’s
water level, while notifications in the the event-based strategy are
only displayed when the plants need to be watered.



Demo setup
Our demonstration prototype will be available for demon-
stration. Participants will be given an introduction into the
design of smart home notifications. Afterward, participants
can experience notifications generated by our smart plant
system and water the plant using a water can with an inte-
grated magnet.
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